
External painting according 
to customer’s requirements

Hot deep galvanized access 
ladder and inspection 
platform
One-piece or bolt&nuts built 
in high-thickness carbon-
steel, sand blasted and 
2-coat painted (special finish 
available on request) 

Minimum maintenance
No moving parts, no motors

Space saver and easy to assemble 
Minimal footprint. Immediate erection for single-piece tanks 
and safe on-the-ground assembly. No work at heights

Sludge buffer INSIDE the tank
More flexibility, less downtime

Anti-frost cone heating system
electrical tracing + rockwhool insula-
tion + aluminium protective cover

Keep an eye inside the tank
sludge and water level / volume under 
control (see LEM datasheet)

Vertical  
static clarifier

Tecnoidea’s selection: the 
vertical static clarifier
40 years of experience highlighted the 
advantages of this solution compared to 
others.

CSV

Water clarification



Model Volume Ø H Weight *

liters mm mm kg

CSV-I-1500-4-5500 4000 1500 5500 1800

CSV-I-1800-6-5800 6000 1800 5800 2100

CSV-I-2000-10-7000 10000 2000 7000 2400

CSV-I-2500-14-6300 14000 2500 6300 3100

CSV-I-2500-24-8700 24000 2500 8700 3400

CSV-I-2500-30-9700 30000 2500 9700 3700

CSV-I-3000-30-7500 30000 3000 7500 4000

CSV-I-3000-40-8500 40000 3000 8500 4500

CSV-I-3000-50-10000 50000 3000 10000 5000

CSV-S-3500-50-9000 50000 3500 9000 6400

CSV-S-4000-60-8500 60000 4000 8500 7200

CSV-S-4000-70-9200 70000 4000 9200 7800

CSV-S-4500-90-9500 90000 4500 9500 8200

CSV-S-4500-106-10500 106000 4500 10500 8600

CSV-S-4500-120-11600 120000 4500 11600 9000

CSV-S-5000-145-12000 145000 5000 12000 11400

CSV-S-6000-170-11000 170000 6000 11000 12500

CSV-S-6500-210-11200 210000 6500 11200 15000

CSV-S-6500-235-12200 235000 6500 12200 16500

CSV-S-7000-250-12000 250000 7000 12000 21000

CSV-S-7000-280-12500 280000 7000 12500 21000

CSV-S-7000-320-14000 320000 7000 14000 22500

CSV-S-8000-330-13000 330000 8000 13000 33000

CSV-S-8000-420-14600 420000 8000 14600 37000

CSV-S-8000-480-16000 480000 8000 16000 41000

CSV-S-9000-490-14000 490000 9000 14000 50000

CSV-S-10000-630-15000 630000 10000 15000 58000
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* indicative average weight, depending on tank configuration and installation site
The reported data are valid for general information purpose and can not be guarenteed for executive design. For detailed data and specific needs refer to sales@tecnoidea.it

One-piece built 
Flanged sectors - bolts&nuts
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